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Appendix A for Emission and Immunity test results

Product Name: BT Magic Bluetooth Module

Test Model: BT Magic

A.1 Radiated Disturbance

Test Model BT Magic Test Mode TM1
Environmental Conditions 23.9℃, 52.1% RH Test Engineer Taylor Hu
Pol. Horizontal Detector Function Quasi-peak
Distance 3m Test Voltage DC 5V
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Test Model BT Magic Test Mode TM1
Environmental Conditions 23.9℃, 52.1% RH Test Engineer Taylor Hu
Pol. Vertical Detector Function Quasi-peak
Distance 3m Test Voltage DC 5V
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Test Model BT Magic Test Mode TM1
Environmental Conditions 23.9℃, 52.1% RH Test Engineer Taylor Hu
Pol. Horizontal Detector Function Peak+AV
Distance 3m Test Voltage DC 5V

mailto:webmaster@lcs-cert.com


Page 4 of 8 Report No.: LCSA090722072EA

Shenzhen LCS Compliance Testing Laboratory Ltd.
Add: Room 101, 201, Building A and Room 301, Building C, Juji Industrial Park, Yabianxueziwei, Shajing Street,
Bao'an District, Shenzhen, Guangdong, China
Tel: +(86) 0755-82591330 | E-mail: webmaster@lcs-cert.com | Web: www.lcs-cert.com
Scan code to check authenticity

Test Model BT Magic Test Mode TM1
Environmental Conditions 23.9℃, 52.1% RH Test Engineer Taylor Hu
Pol. Vertical Detector Function Peak+AV
Distance 3m Test Voltage DC 5V

Note:
1. Field strength limits for frequency above 1000MHz are based on average limits. However, Peak
mode field strength shall not exceed the average limits specified plus 20dB.
2. Measurements above show only up to 6 maximum emissions noted.
3. Data of measurement within this frequency range shown “ -- ” in the table above means the reading
of emissions are attenuated more than 20dB below the permissible limits or the field strength is too
small to be measured.
4. Factor = Antenna Factor + Cable Loss + Amplifier Factor
Emission Level = Reading level + Factor
Margin = Emission Level - Limit
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A.2 RF Electromagnetic Field (80 MHz - 6000 MHz)

Test Model BT Magic Test Engineer Taylor Hu
Environmental Conditions 21.6℃, 53.3% RH Test Voltage DC 5V

TM1 Test Result:
EUT

Working Mode
Antenna
Polarity

Frequency
(MHz)

Fielded
Strength
(V/m)

Observation Position Conclusion

Operating Mode
Vertical 80-6000 3 CT, CR Front, Right,

Left, Back Pass

Horizontal 80-6000 3 CT, CR Front, Right,
Left, Back Pass

Idle
Vertical 80-6000 3 See Note Front, Right,

Left, Back Pass

Horizontal 80-6000 3 See Note Front, Right,
Left, Back Pass

TM2 Test Result:
EUT

Working Mode
Antenna
Polarity

Frequency
(MHz)

Fielded
Strength
(V/m)

Observation Position Conclusion

Operating
Mode

Vertical 80-6000 3 See Note Front, Right,
Left, Back Pass

Horizontal 80-6000 3 See Note Front, Right,
Left, Back Pass

Idle
Vertical 80-6000 3 See Note Front, Right,

Left, Back Pass

Horizontal 80-6000 3 See Note Front, Right,
Left, Back Pass

Note: The EUT performance complied with performance criteria for CT&CR Function and there is no any
degradation of performance and function.
During the test, the Maximum Bit Error Ratio was less than 0.001
During the test, the Maximum Block Error Ratio was less than 0.01

mailto:webmaster@lcs-cert.com


Page 6 of 8 Report No.: LCSA090722072EA

Shenzhen LCS Compliance Testing Laboratory Ltd.
Add: Room 101, 201, Building A and Room 301, Building C, Juji Industrial Park, Yabianxueziwei, Shajing Street,
Bao'an District, Shenzhen, Guangdong, China
Tel: +(86) 0755-82591330 | E-mail: webmaster@lcs-cert.com | Web: www.lcs-cert.com
Scan code to check authenticity

A.3 Electrostatic Discharge

Electrostatic Discharge Test Results
Standard  IEC 61000-4-2  EN 61000-4-2

Applicant KHADAS TECHNOLOGY CO., LTD

EUT BT Magic Bluetooth Module Temperature 24.2℃

M/N BT Magic Humidity 54.3％

Criterion B Pressure 1021mbar

Test Mode TM1-TM2 Test
Engineer Taylor Hu

TEST RESULT OF TM1

Test Voltage Coupling Observation Result (Pass/Fail)
±2KV, ±4kV Contact Discharge TT, TR Pass

±2KV, ±4kV, ±8kV Air Discharge TT, TR Pass

±2KV, ±4kV Indirect Discharge HCP TT, TR Pass

±2KV, ±4kV Indirect Discharge VCP TT, TR Pass

TEST RESULT OF TM2

Test Voltage Coupling Result (Pass/Fail)

±2KV, ±4kV Contact Discharge Pass

±2KV, ±4kV, ±8kV Air Discharge Pass

±2KV, ±4kV Indirect Discharge HCP Pass

±2KV, ±4kV Indirect Discharge VCP Pass
Note: The EUT performance complied with performance criteria for TT&TR Function and there is no
any degradation of performance and function.
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A.4 Line Conducted Emission
***Note: For pre-scan, the worst case is TM1, and the test data was shown as follow:
Test Model BT Magic Test Mode TM1
Environmental Conditions 22.5℃, 53.7% RH Test Engineer Taylor Hu
Pol. Line Test Voltage AC 230V/50Hz
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Test Model BT Magic Test Mode TM1
Environmental Conditions 22.5℃, 53.7% RH Test Engineer Taylor Hu
Pol. Neutral Test Voltage AC 230V/50Hz

Note: For conducted emission and radiated emission test, a power supply of 230VAC and 120VAC
was used for testing respectively, and only recorded the worst case of 230VAC.

Margin= Reading level + Correct factor – Limit
Correct Factor= Lisn Factor+Cable Factor
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