
Address Register name Byte R/W Store Def Value Register Description

0x12 VERSION1 1

0x13 VERSION2 1

0x20 BOOT_MODE 1 R/W ROM 1
Boot mode setting.
0x00: Start from SPI Flash.
0x01: Start from EMMC.

0x21 BOOT_WOL 1 R/W ROM 0

WOL Setting.
0x00: Disable WOL startup.
0x01: Enable WOL startup.
0x03: Enable WOL reset system.

0x22 BOOT_RTC 1 R/W ROM 1
SYS power on while RTC triger.
0x00：Disable.
0x01：Enable.

0x25 BOOT_DCIN 1 R/W ROM 1
SYS power on while DC in.
0x00: Disable.
0x01:Enable.

0x26 BOOT_KEY 1 R/W ROM 1
SYS power on while KEY press.
0x00: Disable .
0x01: Enable .

0x27 KEY_MODE 1 R/W ROM 0
Key power on mode setting.
0x00: Immediately power on.
0x01: Long press for 1 second to power on.

0x28 LED_ON 1 R/W ROM 0

LED mode setting while power on.
0x00: Off.
0x01: Always bright.
0x02: Red breathing light.
0x03: Heartbeat light.

0x29 LED_OFF 1 R/W ROM 1

LED mode setting while power off
0x00: Off.
0x01: Always bright.
0x02: Red breathing light.
0x03: Heartbeat light.

0x2C REST_CONF 1 W RAM -
EEPROM reset.
0x00: Reset EEPROM configuration parameter.

0x2E SLEEP_EN 1 R/W ROM 0
MCU sleep after SYS power off.
0x00: Disable.
0x01: Enable.

0x80 PWR_OFF 1 W RAM _
Shutdown control.
0x01: System shutdown.

0x86 OFF_STATUS 1 R RAM _
Shutdown Status.
0: Normal shutdown.
1: Abnormal shutdown.

0x87 WOL_INIT 1 W RAM _
0x00: PHY to start initialization.
0x01: PHY initialization completed(Used for signal synchronization during WOL reset).

0x89 LED_ON_RAM 1 W ROM 0

LED mode setting while power on(setting not save while power off).
0x00: Off.
0x01: Always on.
0x02: Red breathing light.
0x03: Heartbeat light.

0x8A FAN_CTRL 1 W RAM -
Fan speed setting register (Note: the parameter value of fan normally open is 0x1E~0x64).
Parameter range: 0x00~0x64.

0x8B WDT_EN 1 W RAM -
WDT Enable or disable.
0x00: Disable WDG detection.
0x01: Enable WDG detection.(System set at 500ms, MCU detects at 1000ms.)

0x91 SYS_RST 1 W RAM -

System reset (Single operation not saved).
0x00: System reset and start from SPI Flash.
0x02: System reset and start from EMMC.
0x01: System reset.

Revision content

Initial version-230520

R RAM -
MCU version Register.
Read MCU firmware version.

VIM4 MCU Register Description
Notes :1、I2C slave device address is 0x18.     2、ROM could be saved when power off, but RAM couldn't.
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